DESCRIPTION OF

]

CADD TEXT PARAMETERS MANUAL TEXT PARAMETERS
Reference No. D LV/CO= | FT= TX= WT= LS= TJ= Comments Reference No. D Text Size Ragelgog;'zaeph Style Comments
[1] 58 1 |2 | e | u | cc [1] M40 Leray 3 Straight
58 | 23 |15 | 4 c8 [ Moo ey 2 Slant
58 23 | 175 | 4 |85 | cB
[4] 58 23 | 115 | 4 cB
GRAPHIC PARAMETERS
Reference No. O LV/CO= | AWT=| LC= Comments
@ 57 5 | 0
® 57 3 0
©) 57 2 0
USER NOTES
Reference No. O Comments
P I PPROVED FOR .
Abbreviations: LV - LEVEL/COLOR [[] - Text Reference Callout A See Std P-00.60 Line Weight BT P RTSTA'.II'-E I?FTQR'Z%N??T T -
FT - FONT . Table for Manual Construction. DEPARTMENT 0 ANSPORTATION
- Tg')\l(T SIZE O - Graphic Reference Callout DIVISION OF HIGHWAYS
WT - LINE WEIGHT (D - user Note Reference Callout Units of measure for 'TX=' and 'LS=' STANDARD DRAWINGS
¥ 7 TExt AUSTIFICATION are expressed In feet (scale - 1721007 using DATA TABLE & DIMENSION LAYOUT
AC - ACTIVE CELL ADOT's Standard Working Units. LINE WEIGHTS & CODES 0060




